Product Data Sheet - EN 13956

Waterproofing Membrane for Roofing

Sure-Tough, Sure-Tough FR, Classics EPDM Gewapend,
Tiplon, Securitan, Versigard Reinforced EPDM

Carlisle SynTec

P.O. Box 7000 Carlisle, Pennsylvania 17013 - USA

c € 0749-CPD BC2-320-0298-0020-01 — Carlisle, PA plant

Product Description:

Uses:

Product Data:

Black synthetic waterproofing membrane based on Ethylene
Propylene Diene Terpolymer (EPDM). The membrane is
reinforced with a non-woven polyester scrim. The thickness
ranges from a nominal 1.08 to 1.80 mm.

Waterproofing membrane for adhered, ballasted or mechanically
fastened roofs.

Characteristic Result / Tolerance Test Method
Visible Defects Pass EN 1850-2
Width -0.5 % to +1 % of target EN 1848-2
Straightness -50 mm to +50 mm EN 1848-2
Flatness <10 mm EN 1848-2
Effective Thickness -5 % to +10 % of target EN 1849-2
External Fire Performance Froor(t1) ENV 1187-1
Reaction to Fire E EN 13501-1
Tensile (Breaking) Strength > 400 N /50 mm EN 12311-2
Elongation >15% EN 12311-2
Dimensional Stability <0.5% EN 1107-2
UV Exposure Pass EN 1297
Resistance to Ozone Pass EN 1844




EC Declaration of Conformity
Sure-Tough, Sure-Tough FR, Classics EPDM Gewapend,
Tiplon, Securitan, Versigard Reinforced EPDM

Manufacturer Carlisle SynTec

P.O. Box 7000 Carlisle, Pennsylvania 17013 - USA

Place of production: Carlisle, Pennsylvania - USA

Product identification |Description of product: Black roof waterproofing sheet

Type: Reinforced EPDM

Identification: Sure-Tough, Sure-Tough FR, Classics
EPDM Gewapend, Tiplon, Securitan, Versigard
Reinforced EPDM

Use: Roofing membrane

Particular conditions applicable to the use of the product:

Adhered, ballasted and mechanically fastened roofs

Enclosed: Conformity Data Sheet

Product standard EN 13956

Certificate number 0749-CPD BC2-320-0298-0020-01

Enclosed: Certificate of Conformity

Period of validity

Signature Jean-Marc Petit

European Sales Manager




